V. 9, (Vn)                            DATA OF HIGH BAMS IN INDIA

foot diameter pi]>o, and .surge aro
cles' j^nod to food two penstocks
ami power umts in the ultimate
development and tlxe third wkch
at present acts as a spare is con-
nected in such a way that the
junction can be easily dismantl-
ed.

Three penstocks take off from the
surge pipe as described above, one
serving the spare generating unit*
A fourth will be added later ; and
then this and the present third will
take their supplies from the second
low pressure pipe and surge.

(8)  Means  provided   for   excluding
silt and hash

(9)  Tail race

(10)  Maximum length of transmission   106 miles
line.

(11)  Principal towns served                   Madura,     Virudungar,  Koilpattiy

Rajapalaiyam, Tuticorin

(12)  Main and subsidiary purpose of  Light, industries onj&nall scale
the utilisation of electricity

(13)  Any other matter of interest

VIQ. SUPPLEMENTARY INFORMATION

(1)  Constructional feaures

(2)  Changes introduced in the plants
of the dam in the method of carry-
ing out the work

(3)  Noteworthy occurrences and acci-
dents.

(4) Operation of the
(a)  Regulation
(b)  Silting ofthe reservoir
(i) Total silt deposited
(ii) Rate of silting
(Hi) Density of the silt deposited
(w) Rate    of advancement of
'  delta,
470